BULLETIN NO:  B-13

PRODUCT RULIETIN '
GYPSIM PRODUCTS GYPSUEd SHEATHING DATE: 9/15/70
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APPROVALS: = _ - CANCELS; B-13
L Con(WLieN T ASTM €79 '  DATE: - 5/27/65
i< Q(\ 154 ‘ ' kA
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PRODUCTRG PLANTS: Delanco, tioch, Seattle, Rosario, Jacksonville,

CORE_FORMULA (1beMSF) | ' A1l Plants

Board Stucco (S-1, 5-2) _ 1350-1525

Paper Fiver (B-G-1) , . 13-19

Starch (FM-B11A) L v 7210

Core Foaming Agent:

- ALS or AAS (B-G-1} - 0.2-1.7
Lignin {B-G-1) o 2.5-3.5
End Trim (B-G-1) 0-35
Potassium Sulfate (B-G-1} ' . 4=5
(In sclution)
Reterder (B-G-1} ' ~0-0,75 :
Hydrated Lime (R{-P3) ' 0-0.5
hgphalt-Vax Emulsion ) 7-8
(GalASF) - , :
(Ri-B2A :

NOTE: .Rotate inventory of Asphalt-Wsr Frulsion. Do not use Emulsion over
90 days old without pretesiing.

Papsr Liners: Sheathing Paper both sides (Bulletin Ri-Bl A, B, c)
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PRODUCT BULLETIN | e BULLETIN NC:  B-13
GYFSUM PRODUCTS GYPST SHEATHING DATE: 9/15/70 ,
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APPROVALS: ' - | cances: B-13
C s A ASTM €79 DATE: - 12/31/67
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OPERATING SPECIFICATIONS: (Refer to Process Bulletin B-G-2 for General
Specifications)

All Plants

1. Slurry Setting Time, minutes . 2-4

2. Vet Slurry Weight, lbs/cu. ft. 75-85
3.  Wet Compfessive Stréngth, psi E 150-400

4. Printing - Use yellow ink for all printing on sheathing. Back printing shell

read "Water Repsllent",

PRODUGCT SPECIFICATICONS: (Refer to Product Bulietin B-G-4 for General
Specifications)

Wet Weight (1bs/MSF) 2850-3150
Dry Weight (1bs/AMSF) | 1850-2050 (Aug. 1930)
‘Evaporation Loss {1he ST 10001100

Thickness - Average {inch) .480-,505

Thiékness - Individusl reading (inch) + .01l0- [rom average

Edges: 24" wide sheathing Tongue and groove

48" wide sheathing ‘ Sguare
Edge Hardness at Take-off (1bs.)} /D /}}ﬂfﬁ?inimum
End Peel after Sawing, inch 1/8 waximum

Flexural Strength, minimum

Across grain (1lbs.) | 140

Parallel n B _ 50
Deflection at Break, minimumn

Across grain (inch) 0.30

Parallel " 0.20
Punch Test (1bs.) 700-1100
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PRODUCT SPECIFICATIONS: (Refer to Product Bulletin B-G-4 for GCeneral

Specifications)

All Plants

Twist Test, maximum sblit
_ Face (inch) -3/
Back - " B 3/4

Hammer Loss Test, decigrams .
Individual Test, maximum ) 7.5

Bond at High Humidity, maximum weel N
Face (inch) 1/2
Back " . 1/2

Water Immersion Test, 2 Hours
Maximum weight gain (%) 10

{This test is made according io the procecdure gpecified in ASTH C473)
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